
Old Mal Australia Board Criteria 
Revised 2019 

LOGGERS : 

 9ft plus 

 Single fin with no provision for any other configuration 

 Minimum weight 8 kgs – scales at competitions… 

 50/50 rails 

 No hard rails around the tail, rail or nose  

 No resin edge from rail down to tail 

 No Legrope – optional to each event organiser 

TRANSITIONAL : 

 Surf Craft between 1968 & 1971. 

 General length between 7’ & 8’6”. 

 Trackers, stringerless & V Bottoms. 

 Generally Greenough fin design. 

TIMBER SINGLE FIN : 

 Length for Mal Comps over 9ft. 

 Full Timber Chambered construction or solid balsa’s. 

 Fin can be fixed or fin box set up. 

 Only Single fin configuration for Old Mal Contest’s. 

 NO Laminated ply / timber decks over blown blanks. 

TIMBER FINLESS. 

 Original & remakes of Toothpicks. 

 If designated Alai’s for a specific division. 

 Must be full timber construction at Old Mal Contest’s 

 No regulation on length of craft. 

OLD MAL : 

 Pre 1968 Surf Craft. 

 Over 9ft minimal. 

 Must be Fibreglass over foam if specifically an Old Mal Event. 

 Single fin configuration only. 

 Old Mal Nationals Only: No American Boards in the Pre 1963 D fin division. 

 Old Mal Nationals Only: Pre 1963 division Can Only be D Fins. Other fins at other events. 

 

 



 

 

Pre-1963 & Pre-1969 boards are generally identified by their fin shape as below. 

 

 

 

  

Pre-’63 “D” Fin   Pre-’63 “Reverse D” Fin  Pre-’63 “Rounded D” Fin 

 

   

 Pre-’69 “Greenough” Pre-’69 “Dorsal” Pre-’69 “Nose Rider” 

 

 

Reference   http://www.surfresearch.com.au/f.html 
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